|TYPE:

GP-GP3AS5

|PROJECT: |CATALOGH: RECESSED DOWNLIGHT

Product Features

Technical Drawing

GP-LF3-S1 series is an ultra-miniature recessed LED downlight with flexible

lighting schemes and multiple dimming options. The main body is made out

of an extruded aluminum alloy, allowing for superior glare control.

Product Specifications

Model

Lumen Output

Power Consumption (W)
Input Voltage

Colour Temperature (CCT)
Dimensions
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GP-LF3-S1 GP-LF3-S1-T @.777) (5.98")
600- 650 Im
11W GP-LF3-S1 é 144 x 37
13V DC

2700K, 3000K, 3500K, 4000K
45 x 152 x 60 mm 41 x 150 x 62.5 mm

Beam Angle 24°, 40°
IP Rating 1P20
41 150
CRI Ra80, Ra90 (1617 (5.9
GP-LF3-S1-T é 152 x 44 *All units in mm
Order Form
GP - - - - - - -
Series Model 4 5 7 8
2. MODEL 3. CCT 4. BEAM ANGLE 6. REFLECTOR 7. CRI 8. DIMMING
LF3-S1 REGULAR 27 2700K 24 24° SV Silver 80 Ra 80 NN None TR TRIAC
LF3-S1-T TRIMLESS 30 3000K 40 40° WH  White 90 Ra 90 DM 0-10V PD Phase Dim
35 3500K 5 FINISH GD Gold
40 4000K BL Black
BL Black
WH White
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